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EE283 Lab 1 
Introduction to LTspice 
Equipment Operation 

And 
Resistance Measurements 

 
Introduction to LTspice: 

• Starting a new schematic 
• Toolbar symbols 
• Placement of parts on the schematic 
• Labeling Nodes 
• Types of Analysis AC, DC, Transient and Operating Point 

 
Equipment Operation: 

• Handheld Digital Multimeter (DMM #1) 
• Digital Multimeter (DMM #2) Keysight 34461A (see Appendix C) 
• Resistor Color Codes (see Appendix A) 
• Power Supply (see Appendix B) 

 
Procedure: 

• Measure resistor current and calculate resistor value from data. 
 
1. Pick one resistor from those supplied. Determine its value using the color code shown 

in appendix A. Write the resistance value here:______________Ohms                                                
Write the tolerance value here:______%. Record these values in your report. 

 
2. Using DMM #2 measure the actual resistance of the resistor and record its value 

here:_____________Ohms. Record these values in your report. When measuring 
resistance keep your hands off the resistor and DMM clips – it will lower the 
resistance reading. 

 
3. Set up the power supply, DMM’s and resistor as shown below. 

 

 
Setup Figure 
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4. Set DMM #1 to measure DC voltage using the handheld DMM. Set DMM #2 to 
measure DC current using the Keysight DMM. Before turning on the power supply 
have your circuit checked by the instructor or his assistant. Never connect a DMM set 
to measure current across a component or power supply unless specifically told to do 
so by the instructor or his assistant.  

 

5. Turn on the power supply and adjust the voltage from 0 VDC to 10 VDC in increments 
of 0.5 volts. Record the DMM voltages and currents in an Excel spreadsheet and 
make an Excel chart of the data similar to that shown below. 

 

Make sure your chart is properly annotated as shown (i.e. chart and axis titles and 
gird lines). Your Excel data and graph are to be included in your report. 

Using the chart data calculate the value of the resistance. Hint: the resistance is 
1/slope. Show your calculations and resistance value in the report. 

• Replace the resistor with the #50 lamp. Measure the lamp current for power supply 
voltages from 0 to 7.5 VDC in increments of 0.5 VDC (do not exceed 7.5 VDC since this is 
the rated voltage for this lamp). Record the data in an Excel spreadsheet (as shown in step 
5 above for the resistor). From your graph calculate the lamp resistance at lamp voltages 
of 2, 4, 6 and 7.0 VDC. The lamp resistance is 1/slope where slope is the slope of a line 
that is tangent to the curve at lamp voltages of 2, 4, 6 and 7.0 VDC.  Record your data, 
graph and lamp resistance (including calculations) in the report. 

Remember that your report must be legible. If I can’t read it you won’t get credit for it! If you 
need help send an email – don’t wait until I grade your report. 

  

DMM	#1	Resistor	Voltage	VDC DMM	#2	Resistor	Current	ADC

0 0
0.498 0.000498
0.989 0.000989
1.455 0.001455
1.998 0.001998
2.454 0.002454
2.977 0.002977
3.487 0.003487
3.978 0.003978
4.489 0.004489
4.976 0.004976
5.478 0.005478
5.982 0.005982
6.471 0.006471
6.974 0.006974
7.483 0.007483
7.988 0.007988
8.487 0.008487
8.945 0.008945
9.477 0.009477
9.978 0.009978

0

0.002

0.004

0.006

0.008

0.01

0.012

0 2 4 6 8 10 12

Re
si
st
or
	C
ur
re
nt
	A

DC

Resistor	Voltage	VDC

Resistor	Current	vs	Voltage	



EE283	Fall	2019	
	

3	
	

Appendix A 
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Appendix B 
Keithley	2231A-30-3	Power	Supply	

	

	
	

	
	
	

This unit has three independent and isolated power supplies CH1, CH2 and CH3. The output 
voltages for each supply are obtained at the terminals in item 7. The red terminal is positive with 
respect to the black terminal. 
 
The CH1 and CH2 output voltages each has an adjustable voltage range of 0 to 30 volts and can 
supply up to 3 amperes of current. The CH3 output voltage has an adjustable voltage range of 0 
to 5 volts and can supply up to 3 amperes of current. Each power supply channel can operate in 
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either a constant voltage or constant current mode. For all of the lab exercises we will operate the 
power supplies in constant voltage mode and with the current limit set to 0.5ADC.  
 
To set the CH1 output voltage: 

• Turn this power supply on by pushing in the power switch at item 3. 
• Set the maximum output current to 0.5 ADC by pushing the CH1 button at item 4. Then 

push the I-Set button at item 4 and enter 0.5 on the numeric keypad at item 5. Then push 
the Enter button at item 6. 

• Push the CH1 button at item 4 then push the V-Set button at item 4 and enter the desired 
output voltage on the numeric keypad at item 5. Then push the Enter button at item 6. 

• Pushing the Output ON/OFF button at item 4 outputs the desired voltage at the CH1 
output terminals at item 7. At this point the CH 1 display shows the desired output 
voltage and the actual supply current (not the current limit). It should also display CV 
which means the power supply is operating in the constant voltage mode. If the display 
reads CC it means the power supply is supplying 0.5ADC which means there is probably a 
short circuit someplace. Pushing the Output ON/OFF button a second time will turn off 
the voltage at the output terminals. 

 
The CH2 and CH3 power supplies operate in the same manner as the CH1 power supply. 
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Appendix C 
Keysight	34461A	DMM	

 

 
 

 
When measuring voltages the screen will look like this. 

 
To measure DC voltages: 

• Turn the DMM on by pushing the white power button in the lower left hand corner. 
• Push the DCV button. 
• Connect the test leads as shown below 

 
To measure DC currents: 

• Turn the DMM on by pushing the white power button in the lower left hand corner. 
• Push the blue Shift button and then the DCV button (this gets you DCI). 
• Connect the test leads as shown below 
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To measure resistance: 
• Turn the DMM on by pushing the white power button in the lower left hand corner. 
• Push the Ω2W button. 
• Connect the test leads as shown below 

 
 

• To measure the value of a resistor it must be removed from the circuit. If the resistor is 
not removed from the circuit other circuit components will cause an error in the reading.  
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EE283 Laboratory Exercise 1 Form Report 

 
 
Name:______________________   Section:_____  Station:_____        Date:___________ 
 
 
 
 
Resistor value from color code:________Ohms 
 
Resistance tolerance from color code:________% 
 
Resistance measured value:________Ohms 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

Setup Figure  
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Resistor voltage and current: 
  

DMM	#1	
Resistor	Voltage	

VDC	

DMM	#2	
Resistor	Current	

ADC	
0	 0	
		 		
		 		
		 		
		 		
		 		
		 		
		 		
		 		
		 		
		 		
		 		
		 		
		 		
		 		
		 		
		 		
		 		
		 		
		 		
		 		

 
 
 
 
 
 
 

 
 
 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
Excel Graph of Resistor Current vs Voltage 

Resistance value from graph (must show work):_________Ohms 
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#50 Lamp voltage and current: 
 
 

DMM	#1	
Lamp	Voltage	

VDC	

DMM	#2	
Lamp	Current	

ADC	
0	 0	
		 		
		 		
		 		
		 		
		 		
		 		
		 		
		 		
		 		
		 		
		 		
		 		
		 		
		 		
		 		

 
 
 
 
 
 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

Excel Graph of Lamp Current vs Voltage 
Lamp resistance at 2VDC:_________Ohms 
 
Lamp resistance at 4VDC:_________Ohms 
 
Lamp resistance at 6VDC:_________Ohms 
 
Lamp resistance at 7VDC:_________Ohms 
 
Must show all calculations for lamp resistance.  
 


